





2.0 Specifications

Video

Video Resolution: 1920x1080P 60fps/4096x2160P 10fps
Video Format: MoV

Micro SD: Max 64G

Photo: 4000x3000 Pixels

5.8G wireless

5.8G wireless image transmission
FCC Bind B section: 4 channels
FCC Output Power £200mW

CE Bind B section: 8 channels

CE Output Power <25mW
2-



3.0 Warm tips

(1) A Micro SD card must be inserted into the camera before
power on and removed after power off. (A high speed SD
card is recommended.)

(2) Insert the Micro SD card, after the camera power on, the
red indicator will keeps solid.

4.0 Transmitting channel selection
4.1 DEVO-F12E Video Select

Main ENT Main | UPDN_| System | __ENT Video

interface Menu Menu UPDN | Setting
Status: Press R or L to select “Active”. ENT
Channel: Press R or L to select suitable Video Setting ]

receiving video channel for the iLook+.

Status
Channel 1/32
Background  Active

Background: Press R or L to select Active,
Real-time image will be set as background
in Main Menu.

Note:

Urge to inhibit the video switch when no imaging

signal, otherwise the interface screen will flash.
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4.2 DEVO-F7 Video Select

Main ENT Main UPDN | System |_ ENT Video
interface Menu Menu UPDN | Select
ENT

Video Select 7.4V

- Status
Active

Channel
1/8

Status: Press R or L to select “Active”.

Channel: Press R or L to select suitable receiving video
channel for the iLook+.

After settings, press ENT to confirm and then press EXT
to return to Main interface.

& Note:

When iLook+ camera transmitting channel
corresponds to transmitter video receiving
channel, the transmitter can receive the video
display, other channels appear blue screen.
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5.0 iLook+ camera channel selection

There are 8 different channels can be selected. You can choose
the best channel according to the image quality as bellow:

Channel 1 2 3 4

Frequency 5866MHz 5847MHz 5828MHz 5809MHz

Code

ON ON ON ON
rsten |\ AR WAB|BWB|||HEE
(on/joff)

1.2 3 1.2 3 1.2 3 1.2 3

Channel 5 6 7 8

Frequency 5790MHz 5771MHz 5752MHz 5733MHz

Code

ON ON ON ON
ostn |\ AR ||| WAW||BHE|||HDE
on/of
( ) 1.2 3 1.2 3 1.2 3 1.2 3

& Note:

(1) Only 2, 4, 6, 8 channels are availble for the
iLook+(FCC) camera.

(2) iLook+ transmitting channel and remote
controller image receiving channel must be
correspondent with each other.
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6.0 Video and Photo Instructions

6.1 Video Instruction

e Manual Operation

Turn the Video/Photo Switch to s, press the shutter button
once to start recording (the Red indicator flashes for 0.5sec
interval); Press the shutter button again to stop recording
(The Red indicator keeps solid).

eRemote Controller Operation
(1) Please turn the video/photo switch to “ Ml ” position.

(2) Turn the Video/Photo switch on the Remote Controller
from “0” position to “1” position, wait for 1-2 seconds,
then return to the “0” position, the camera will start
recording (the red indicator keeps flashing with an
interval of 0.5 second). Toggle the Video/photo switch
again, camera will stop recording(the red indicator
keeps solid red).

(3) You must stop recording to store the video on the SD
card. The video will not be stored if you turn off the
power without stopping the recording.
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6.2 Photo Instruction

e Manual Operation

Turn the video/photo switch to KX , press the shutter button
once, camera will take a photo (the red indicator light out
once then keeps solid red), press the shutter button again,
it will take another photo.

® Remote Controller Operation

(1) Please turn the video/photo switch to “BX ” position.

(2) Turn the Video/Photo switch on the Remote Controller
from “0” position to “1” position, wait for 1-2 seconds,
then return to the “0” position, the camera will start
to take a photo (the red indicator light out once then
keeps solid red), operate again to take another photo,
and so on.



6.3 Codisk DV software Instruction

e Download and software installation

(1) Download the “Codisk DV” software from official Wal-
kera website(www.walkera.com) / Google for Android
version 4.0 above.

(2) Apple 10S system, download the “Codisk DV” software
from App Store.

e Operation installation

(1) Long press WiFi button for 3 seconds to turn on WiFi,
then the screen will display “WiFi” on the remote
controller.

(2) Enter mobile device settings and open the WiFi function.
In the WiFi search list find and touch “WiFi-Cam-000",
input password 1234567890 to connect. The connection
is successful if it displays “connected”. Exit the settings
when finished.
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(3) Click the icon E on mobile devices.

Codisk DV

(4) Apple 10S system: click “WIFI-Cam-000".
Android system: click “Connect and Control”.

Apple 10S system Android system



(5) Interface instruction:

Basic setting

Video and photo
resolution and
frame rate
selection

Start / stop
recording and
camera function
keys

Video and photo
storage, playback,
upload to phone
features

& Note:

(1) The operation of Android and Apple systems
are the same.

(2) The maximum control distance of this soft-
ware is 3 to 4 meters, please do not exceed
this distance.

Video and photo
switch
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Wwalkera

User manual is subject to change
without prior notice.

Please go to Walkera official web-
site to get the latest version.




